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3. Annual bulk oil and fuel tank visual inspections 

4. Tank and pipeline thickness tests 

5. Quarterly and annual PCB transformer inspections (if transformer 
contains PCBs) 

6. Tank supports and foundation inspections 

7. Spill Incident reports 

8. Latest revision of SPCC plan 

1.11 SPILL REPORTING REQUIREMENTS 

1. Report to applicable government agency as required by laws and 
regulations 

2. Report any recordable injury or illness associated with the release 

3. Fulfill any communication requirements for community awareness of 
spill impacts 

4. Report release of 5,000 pounds or more of any process material or 
waste product 

1.12 PERSONNEL TRAINING AND SPILL PREVENTION 
PROCEDURES 

All new employees are instructed on spills at the time they are employed and 
trained. They are briefed on chemical and petroleum spill prevention and 
control. They are informed that leaks in piping, valves, and sudden 
discharges from tanks should be reported immediately. Abnormal flows from 
ditches or impoundments are of immediate concern. In addition, a safety 
meeting is presented annually by the Environmental Coordinator to review 
the SPCC plan. 

1.12.1 Training Records 
Employee training records on chemical and petroleum spill prevention are 
maintained in the general safety training files. 

1.12.2 Monitoring Reports 
Shift logs shall provide a checklist for inspection items. 

1.13 REVISION 

This procedure is to be reviewed by the mill staff and a registered 
professional engineer at least once every three years, and updated when 
circumstances warrant a revision. 
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1.14 MILL MANAGER APPROVAL 

I hereby certify that I have reviewed the foregoing chemical and petroleum 
product SPCC plan, that I am familiar with the Denison Mines (USA) Corp. 
White Mesa Mill facilities, and attest that this SPCC plan has been prepared 
in accordance with the Standard Operating Procedures currently in effect. 

1.15 CERTIFICATION BY 

~-~-----
Dan Hillsten 

Mill Manager 

REGISTERED PROFESSIONAL ENGINEER 

I hereby certify that I have reviewed the foregoing chemical and petroleum 
product SPCC plan, that I am familiar with the Denison Mines (USA) Corp. 
White Mesa Mill facilities, and attest that this SPCC plan has been prepared 
in accordance with good engineering practices. 

Harold R. Roberts 

Registered Professional Engineer 

State of Utah No. 165838 

1.16 Summary 
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Chemical and petroleum spills will be reported in accordance with applicable 
laws and regulations. Spills that leave the property need to be reported 
immediately. Below is a table listing the specific reportable quantities 
associated with the major chemical and petroleum products on-site. 

CHEMICAL REPORTABLE 
QUANTITY (RQ) 

AMMONIA 100 POUNDS 

AMV 1 ,000 POUNDS 

SODIUM 1 ,000 POUNDS 
HYDROXIDE 

SODA ASH No Reportable 
Quantity 

SODIUM 400GALLONS 
CHLORATE 

SULFURIC ACID 1 ,000 POUNDS 

VANADIUM 1000 POUNDS 
PENTOXIDE 

KEROSENE 100GALLONS 

OIL No Reportable 
Quantity 

PROPANE No Reportable 
Quantity 

DIESEL & 100 GALLONS 
UNLEADED 

FUEL 
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